
pI.I~.ASE NOTE THAT NO HISTORIC PHOTOS

OF THIS BUILDING EXIST

BUILDING 2021

Bui]d;~ 2021 (formerly 402) was built in 1.927 as barracks for a combat engineer
reagent and carrez~ serves as a barracks. The three#story bu/Jaln~ ~ four rear
wings is based on standardized Office of Quartermaster General plans in a Colonial
Rsvivalstytc with stone, cappe~l patap¢~ ~hlc-cnds and thr~ rear wi~ Three
parapeted pavilions with pedi~mente.~ stone door smcounds cmph~q~ t.hc m~in
caatrances. The concrete post-and-slab structural system supports imqll brick
exterior wMk and a wood-framc~d tile roof with gabled dormers. Th¢ central m~it is
stuccocd on the upper two floors of the facade. Simptc concrete piex porches
e.xlcnd along the reax and flank the three rear wing courtyards. The bm’lcFm~ is
identical to Building 2020 and is a strctchcd v~slon of Bu~dino~ 2007 and 2008.

The character of the bu[M;ng is establkh~d by its overall symmetry, the rl~h=ic
cong~tcncy of tho 6/6-1ight windows with transoms, the prominent front entries
including oval windows, and ~c dl¢ roof. M/nor but important dcra;l~ include the
cast iron pipe downspout boots, wrought-iron and pipe ra,’l;~gg and cntryway fan
windows.

The interior was compl~dy remodeled in 1974 with new partition wall% drop
ceilings, and doors. Only entry foyers and stairs remain as Simple reminders of the
ori~n~l architcaure. Most cxtcxior doors were replaced with flnsh fir~mted nnit~
and most window tr~,~oms were replaced during the remodel; both of these
ch~n~e.S detract from the historic architccmxal character.



SEE BUILDING 2020

FOR SIMILAR MODEL TYPE

BUILDING 2021
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CONDITION SURVEY

BUILDING 2021

I. Grade KA~ been raised around foundation. Water ponds and dr~in~ towards foundation from
d~aspoets emptying on grate.

2. Dowl~po~ St~r.dpipe at north end plugged; adjacent standpipe replace] with PVC.

3. Tree]shrub plantings ad~mt to lmi_3ding are seriously ~3grown and shouId be replaced
āfter developing a compre~__sive landscap~ plan.

4. New fir trees at north end are planted too close to bllilding to allow full growth.

5. Ivy growing on east wall is potpnttany dam~ m~.

6. Vegetation is evident on eh~neys and gable ends indicating moisture problem.

7. Walls are stained from water runoff from parapet and ehlmney caps. Needs mortar
iaspection and cleaei~

8. Second floor watertable is spalling at rear of unit D.

9. Stone ornament balls have been removed from front ~trymey of nnit C.

10. Some windows are broken or absent in dormers and allow attic access for birds.

11. Dormer Irim work weathet-ed and needs painting; in~t copper sbeathln~ and fi~s~.

12. Most doers have been replaced with flush fa-e-rat~ doors. At least maia entryway doors
should be ret-~ to a panel variant to m~Inf.~irt ~ dlag’ac~.

13. One of few ~mR|,|~ historic double doers at rear porch of refit A has glazing ~ aud
Mocked, one leaf replaced with flush door, and splitting from peer ~oa of security

14. Most window sash is weathered and Iteeds painfino~ ap~m~y 50% Reed immediate
attention.

15. Many window panes have been repaired impS, ma~or problem is poor and unfinished
glazing putty installation.

16. E__ffi~iZor window tr~n.~as were blocked ~ 1974 remodel, which affects the historic
integr~y of the b~n~

17. Alnmlenm screens are strllclm_rally in~deq-oate and poorly ~ l~in aJnmgmum also not
sensitive to hi~oric character of building.

18. Fan windows in gable ends appear to have been replaced with a $irnpllfu~ version~ Renew to
orig~n~! design when possible.

19. Toppin~ on front stairs for units B and C is separating from subsU-ate.

20. Paint is peeling off of rear concrete porch with some concrete slem~ and crael~ng.
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BUILDING 2021

MMNTENANCE AND REPAIR NOTES

L GRADE DRAINAGE

a. Lower ph.~ beds.
b. Regrade to slope away from foundation.

2. PLUGGED DOWNSPOUT SEWER
Clean sewer lines.

b. Replace FVC boot with cast iron pipe nn;t.

3. LAN]~CAPING
a. Develop comprehe~ve hi~ofic landscape plan.
b. Remove overgrown ~h~bb~ry and replace.
c. Gradually prune other shrubs to ¢malle, forms:

4. FIR TREES TOO CLOSE TO BUILDING

Remove or relocate trees following comprehensive pl~no

.

6.

.

8.

.

10.

a.

IVY
a.
b.

ll*

Remove ivy from bm’ldlng and kiR root system.
Evaiuate mortar ~n and repdnt if necessary.

C~/GABLE VEGETATION
a. Apply herbidd¢.
b. Clean residaes with wate~ and non-ferrous bristle brn~hes.
¢. Inspect mortar ~oints; ret~mt if necessary.
d. Clean brick masonry, referring to article on "Brick Masonry W~tl~’..

STAINED WAILS

a. Clean wails_; refer to article on "Brick Masonry WaLls’.
b. Inspect m for soundness and repo~ if necessary.

STONE WATER’FABLE SP?,LTS
a. Monitor deterioration.
b. Ret~;n services of experienced stone mmomy repair contractoi-.

ENTRYWAY ORNAMENTS
a. Replk:ate ornamental ba~ and restore.

BROKEN DORMER WINDOWS
a. Chip om bad lmtty and scr*,q~e serface dean.
b. Check for adequate glming points.

B~sh wood with lin~,e,d oiL
d. Refer to article on "Wood W’mdows’.

WEATHERED DORMER TRIM
a. Scrape, ~nd, and fill=
b. Refer to article on "Paint".
c. InSpect dormer sheath;rig for weather soundnes~
d. Replace deteriorated flashln~ refer tO "Flashlr~ artlde.



BUILDING 2021
MAINTENANCE & REPAIR
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DOOR REPLACEMENTS
a. Replace as budget mad r;me permit with pancbtype ears ~m,’lar tO original
b. At m~m~ front eatry doors ~oaklbe replaced with historic type 69.

13. BROKEN DOUBT~. DOOR
Repair broken and blocked lights.

b. Fabricate second door to form megched pair.
c. Tn_~ standardized security locks, not hasps.

14. WEATn’gRED SASH PAINT

a. Scrape, fill~ and sand.
b. Replace window putty where loose or missing.

Refer to ~ on "W’mdows" and "Paint’.

POOR WINDOW PUTTY JOBS
e. Chip oat bad putty and scrape sur~ce de~-~
b. Oec for adeq- points.

Brash wood with linseed dL
d. Refer to article on "Wood W’mdows’.

16. BLOC~-D WINDOW TRANSOMS

a. Reptace bloek_.ed transoms with units match;-Z historic d~i~n details.
b. Replac.ement nn;t~ may be fixed if necessary.

Provide rcxsml in drop ce~llnZ or back block;n~ for transcan~

17. ~ SCREENS

& Replace ~ wood fr--~ne scree~ or better metal ~ marching trim color.

18.

19.

20~

MODIFIED FAN WINDOWS
a. Relflace with mait to match tyt~ 64.

STAIR TOPPING
a. Remove loose topping.
b. Apply concrete bonding agent and pont" new topping.

PEEUNG PAINT/CRACKING ON PORCH
Identify source of water i-~t~afion.

b. l=3;mi.ate moisture source and patch crack~
c. Scrape or ~ loose material and w-~b thoroaghly.
d. Prime with htex primer-sealer, and repaint.


